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Lightweight SMD LED slimline panel:

LEDCON SL-I
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Maximum flexibility, minimum load space 
and weight, accurate manufacturing and 
excellent imaging display: The new light-
weight SMD slimline (called SL-SI) panels 
leave nothing to be desired.

No matter if used in TV, touring, exhibi-
tion or corporate event, the SL-SI  display 
is always the right choice for every indoor 
event.

  The following pixel pitches are available:

Perfectly lightweight

 SL-3.75SI SL-4SI SL-4.8SI SL-5SI

Optical system

Pixel pitch 3.75 mm 4.0 mm 4.8 mm 5 mm

Pixel type SMD „3 in 1“ SMD „3 in 1“ SMD „3 in 1“ SMD „3 in 1“

Resolution per panel 128 x 128 Pixel  120 x 120 Pixel 100 x 100 Pixel 96 x 96 Pixel

Colours 16,7 Mio 16,7 Mio 16,7 Mio 16,7 Mio

Brightness  1.800 cd  /m² 1.800 cd  /m² 1.800 cd  /m² 1.600 cd  /m²

Panel dimensions

Dimensions 480 mm  480 mm  480 mm  480 mm
 x  480 mm  x  480 mm x  480 mm x  480 mm
 x  75 mm x  75 mm x  75 mm x  75 mm

Weight per panel 7,3 kgs  7,3 kgs  7,3 kgs  7,3 kgs  

LED display

Power consumption max.  300 W 300 W 300 W 300 W

Power consumption average 120 W 120 W 120 W 120 W

Min. viewing distance 3,5 m 4 m 4,5 m 5 m

Horizontal viewing angle 120° 120° 120° 120°

Vertical viewing angle 120° 120° 120° 120°
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The LEDCON SL-SI series has a convincing easy rigging 
system:

•	 Convenient one-man-useage for setup and 
breakdown, just 7 kgs per module

•	 Easy quick lock system: no tools, no lost 
screws. Just hook in, turn bolt, thighten, fin-
ished!

•	 LC display showing internal temperature and 
operating hours

•	 Magnetic LED boards for comfortable service 
exchange

•	 Quick maintenance access via service back 
door, modular design of internal components

•	 Lasered aluminium corner guarantee precise
adjustment: pixel gap < 0,1mm

•	 Power and signal connection via professional 
Neutrik PowerCon and EtherCon plugs

touring accessories

A single bar quicklock system lets you assemble ev-
ery desired screen size  - no need to make use of  
different hanging bar lengths. The panels are fixed 
to the hanging bars via the quick lock connectors.

The statically certified locking system is approved 
for a maximum weight of 20 vertically arranged LED 
panels.

All SL-SI panels are delivered including a flight case 
for 10 modules each.

Set up in seconds
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Easy configuration

Configuring and controlling LEDCON SL-SI displays is really smart, as the LED modules do not 
need to be addressed or configured seperately. The intelligent LEDCON controller automatically 
assigns the position of each LED panel. Just enter screen size and data cabling format into the 
configuration wizard, send the data to the screen and the whole setup is finished!
Additionally you can of course set up multiple screens, creative gaps between panels oder spe-
cial screen setups via the extended setup options.

LEDCON LED controlling

•	 input signal: DVI-D, up to 1.280 x 1.024 pixel
•	 up to 4 independant signal outputs
•	 data transmission via CAT cable
•	 dual system backup technology: optional dual side data input
•	 easy cabling via daisy chain, no splitters needed
•	 fast diagnoistics: each panel contains status LEDs for power and signal,  

LED test  button included
•	 extensive controller  software: 

-> configuration wizard 
-> brightness control 
-> PWM frequency and colour depth adjustment 
-> LED calibration 
-> power safe functionality



distributed by:                         LEDCON Systems GmbH   |   Jacksonring 12   |   D-48429 Rheine
www.ledcon.de

LEDCON Systems GmbH  |   Jacksonring 12   |   D-48429 Rheine
www.ledcon.de

professional LED-Systems

Pure flexibility

The SL-SI modules can be set up at any possible display size. Make use of our comfortable screen 
configurator to find your appropriate size and pixel resolution within seconds:

10x10
4mm: 1000x1000
5mm:   960 x  960 
6mm:   800 x  800

9x9
4mm: 900 x 900
5mm: 864 x 864 
6mm: 720 x 720

8x8
4mm: 800 x 800
5mm: 768 x 768 
6mm: 640 x 640

7x7
4mm: 700 x 700
5mm: 672 x 672 
6mm: 560 x 560

6x6
4mm: 600 x 600
5mm: 576 x 576 
6mm: 480 x 480

16:9

5x5
4mm: 500 x 500
5mm: 480 x 480 
6mm: 400 x 400

16:9

9x5
4mm: 900 x 500
5mm: 864 x 480 
6mm: 720 x 400

4x4
4mm: 400 x 400
5mm: 384 x 384 
6mm: 320 x 320

7x4
4mm: 700 x 400
5mm: 672 x 384 
6mm: 560 x 320

3x3
4mm: 300 x 300
5mm: 288 x 288 
6mm: 240 x 240

2x2
4mm: 200 x 200
5mm: 192 x 192 
6mm: 160 x 160

1x1
4mm: 100 x 100
5mm:   96 x   96 
6mm:   80 x   80

0.480 m

0.960 m

1.440 m

1.920 m

2.400 m

2.880 m

3.360 m

3.840 m

4.320 m

4.800 m

0.480 m
0.960 m

1.440 m
1.920 m

2.400 m
2.880 m

3.360 m
3.840 m

4.320 m
4.800 m


