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ITEM NO. PART NUMBER DESCRIPTION QTY.
1 PFB 3433 DISPLAY INTERFACE BAR 2
2 PLI 8201 INTERFACE LED LG 130 INCH ALL-IN-ONE (LAAF SERIE)

(PACKAGING INSTRUCTION) 1
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contained in this drawing may be reproduced or disclosed to others without written consent of Vogel's Products b.v. The design and information will not be 
reproduced, copied or used, either in part or in its entirety, as the basis for the manufacture or sale of items without written permission.
Warning: Please study all instructions and illustrations carefully before installation. 
Information in this document is subject to change without further notice.
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DIMENSION REQUIREMENTS ACC. TO VPS90.001

WELD SYMBOLS ACCORDING TO ISO STANDARD
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DETAIL A
SCALE 1 : 2

DETAIL B
SCALE 1 : 5

Locking bracket Coupling bolt (x36)

D

DETAIL D
SCALE 1 : 2

CUTOUT FOR 
CABLE MANAGEMENT

Checklist
Use clear model views (views, cross sections, details).
Check the scale (use sheet properties)
Use American projection.

Drawing/part name conform VPS90.000 and fitting in the 
textbox.

Material type chosen in part and visible on drawing
Optional material properties added in a note

Use functional dimensioning. Dimensions are measurable
Dimensions marked for inspection or KEY when applicable 
Geometric tolerances used

Proper tolerance table used
Critical dimensions get individual tolerance if needed.

Design table on drawing and filled in according to 
VPS20.003
Areas with specific surface treatment or quality marked in 
drawing
For anodised parts: Visual surface according to VPS20.001 - 
NEN-EN 12373 or DIN 17611, Wichever applicable.

Revision block updated and triangle placed on drawing
ECR number and revision description filled in

Check volume/weight in plastics block.

Place item list (basic BOM with items, quantity, description 
and number) on drawing of an assembly.
Place item numbers in assembly drawing.

PLACE LABELS ACCORDING TO VPS 10.006 - 

REV. CHANGE DATE USER ECR no. DESCRIPTION
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